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OVERVIEW

Studio 2 is a fully flexible black box space that can be used for a variety of performances. With a variable
capacity, this space is ideal for larger projects including live music, plays, musical theatre, corporate events,
live-stream, and broadcast.

SEATING

Studio 2 has an end on seating bank of 349 seats. This can also be reconfigured to allow for increased capacity
to 500 seats (subject to stage size, please consult Technical Manager for more details) or fully dismantled. This
venue can accommodate wheelchairs however capacity may fluctuate.

THE STAGE

The standard theatre performance set up includes a 600mm high steel deck stage with a playing space of
10.8m wide by 6m deep. There is a set of black legs and border at the front of the stage and masking flats to
create wings. The total usable space size to accommodate filming when the studio empty is 16m x 22m
excluding mandatory fire routing around the perimeter. Please speak with the Technical Management team to
discuss stage configurations and other possibilities in the venue.

SUSPENSION & RIGGING

The height of the venue is 8.3m from studio floor to the rigging points. The standard set up in the venue is six
truss bars hung on 500 kg motors in the venue that can be flown in and out independently during rigging. Each
truss line can support 250kg evenly distributed across the bar. Live truss flying during a performance is NOT
possible. There are various other rigging points in the ceiling that can be made available and only used with
Riverside Technical Management team permission. All rigging equipment in the venue must be operated and
supervised by Riverside Studios Technical Team.
For further information on rigging equipment please see Appendix A and contact
Technical@Riversidestudios.co.uk for a current plan.

LIGHTING

The lighting and sound control positions are located at the rear of the auditorium overlooking the stage. It is
possible for one person to operate both Lighting and Sound.
A general cover of front, back, top and side light can be provided in the venue. Blackout on stage is acceptable,
however absolute blackout is not possible due to emergency lighting regulations.
CONTROL: ETC Geo @5 4k
POWER DITRIBUTION:
234 x 2.5kw dimmers (can be switched to non-dim)
56 x 5kw dimmers (can be switched to non-dim)
2 x 32amp 3 phase sockets (Floor level)
2 x 64amp 3 phase sockets (Floor level)
1 x 125amp 3 phase socket (Scene Dock)
All the dimmers are distributed around the studio to wall boxes on both socapex and 16amp connections
(layout plan upon request).
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LIGHTING STOCK:
- 6 X FOS/4 Luster FL7
- 6 X ColorSource Zoom 15-30 Degree (Deep Blue)
- 5 X ColorSource Zoom 25-50 Degree
- 3 X Robe Robin T1 Profile
- 2 X Robe Robin T1 Wash
-

10 X Parcan (CP62)
12 X Pat 743
9 Source 4 Parnel
12 X ARRI 2K

Please see Appendix A and contact Technical@Riversidestudios.co.uk for a current plan.
Please note all lighting equipment is shared between Riverside Studios venues and subject to availability and
additional hire costs. Additional equipment can be provided by Riverside Studio’s lighting supplier and will be
charged as an additional cost. Please discuss any further requirements with the Riverside Technical Team.

SOUND

The lighting and sound control positions are located at the rear of the auditorium overlooking the stage. It is
possible for one person to operate both Lighting and Sound. Wireless Bolero comms are used in the venue for
team communication.
System:
FOH Desk: Yamaha QL5 Digital Console & Rio Rack
FOH Playback 1: 1 x Dedicated QLab playback system with DVS
FOH Playback 2: 1 x 3.5mm Jack inputs
FOH Speakers: L’Acoustics A10 wide and narrow line array, L’Acoustics SB21 Subwoofer
Sound Equipment: Please see Appendix A and contact Technical@Riversidestudios.co.uk for a current plan.
Please note all sound equipment is shared between Riverside Studios venues and subject to availability and
additional hire costs. Additional microphones, speakers and backline equipment can be provided by Riverside
Studio’s sound supplier and will be charged as an additional cost. Please discuss any further requirements with
the Riverside Technical Team.

VIDEO

A projector can be used in Studio 2 and operated from the lighting and sound position. Please note Riverside
studios do not own any screen or projection surface however one can be hired for an additional cost.
Video Equipment: Please see Appendix A and contact Technical@Riversidestudios.co.uk for a current plan.
Video equipment is shared between Riverside Studios venues and subject to availability and additional hire
costs. Additional equipment can be provided by Riverside Studio’s Video supplier and will be charged as an
additional cost. Please discuss any further requirements with the Riverside Technical Team.

DRESSING ROOMS

Riverside Studios has a flexible dressing room arrangement. The use of a visiting company office, wardrobe
room, and make up room may be possible upon request. Please email Technical@Riversidestudios.co.uk for
more information on dressing room allocation.
PLEASE NOTE: During the COVID-19 Pandemic, we will minimize dressing room cleaning and entry by Riverside
personnel unless requested to avoid unnecessary contact.
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STORAGE

There is a cross over at the back of the stage and wing space that could be used for minimal set or props
storage, this is subject to Technical Management team approval.
Please not there is minimal storage space for large set items when not on stage but may be possible in
certain situations with prior approval. In accordance with our licence the dock door located on the stage left
side must be kept shut during the performance.

ACCESS

Studio 2 is located on the ground floor of Riverside Studios and can be accessed via the main building
entrance. A covered loading bay is located on Crisp Road and capable of receiving articulated trucks. This area
is shared between all Riverside Studio venues and there is no accommodation for short or long term parking.
Due to licensing restrictions, no loading in or out of the building is permitted before 0800hrs or after 2200hrs
unless it has been arranged in advance with the Riverside Studios Technical Management Team.

STAFF

Riverside Studios do not, as standard, provide technical operators for performances. If you require an operator
please email the Technical Management team and we can put you in touch with a technician to suit your
needs depending on your requirements.

NOTES

Any practical electrical equipment you wish to use or bring in must have a valid PAT certificate and be cleared
with the Riverside Studios Technical Management Team in advance. The Riverside Studios Technical
Management team also reserves the right to refuse the use of any technical, practical or construction
equipment which is deemed to be unsafe.
All set and prop items must be made flame retardant before being used or stored in any of our venues.
For further detailed information regarding the venue please contact the Riverside Studios Technical
Management Team – technical@riversidestudios.co.uk
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