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Overview

Studio 3 is an end on space with 172 seats. The lighting rig comprises of an LED profile front wash with a
mixture of tungsten and LED for onstage and back lighting. The Lighting rig is controlled with a ETC Geo @5.
The PA is a full range system perfect for any show from a single mic to a full band on stage. The sound desk is a
Yamaha QL1 with a Rio stage box. We also have a Mac Mini with DVS & QLab Video/Sound licence installed.

SEATING

Studio 3 is an end on seating bank of 172 seats. The seating bank is a bleachers style and can be fully retracted
to allow for full use of the space.
*The seating bank may be increased to 190 but this will severely reduce the playing space will need sign off
from Programming an Technical Management.

THE STAGE

The performance playing space is 3.5M by 11.5M with the seating bank out. The total size of the space with
the bank retracted is 11.9m X 12.6m. Due to the nature of the walls and flooring no fixings are to be made into
any surface.

SUSPENSION & RIGGING

There are 6 flow truss bars on motors in the venue, each supplied with power and data. Each bar can support
160kg evenly distributed across the bar. These are to be operated by venue staff and are not able to be used
for flying during the show. There are various other rigging points in the ceiling that can be used at the Trust’s
Technical Managers discretion.

LIGHTING

The lighting and sound control positions are located at the rear of the auditorium in a control box overlooking
the stage. It is possible for one person to operate both lighting and Sound.
CONTROL: ETC Geo @5 2k
DIMMERS: 96 x 2.5Kw
LIGHTING STOCK: Please see Appendix A and contact Technical@Riversidestudios.co.uk for a current plan.

LIGHTING STOCK
-

4 X ColorScource4 ZOOM 25-50 degree
6 X ColorScource4 ZOOM 15-30 degree
5 X Robe Robin LEDBeam 150
6 X RUSH PAR ZOOM 2 (RGBWA)
2 X FOS/4 Luster FL7
6 X Parcan (CP62)

A good general cover of front light provided by ColorSource profiles. Overhead is again a general wash
comprising of a mixture of LED and tungsten fixtures.
Blackout on stage is acceptable, however absolute blackout is not possible due to emergency lighting
regulations.
Stage left there is a 32amp 3phase power supply and 4 x16amp hot power on stage. All dimmers can be
changed between hot, relay or dim power.

www.Riversidestudios.co.uk
This document is subject to change and alteration. Please check with the technical manager
To check availability of equipment.

2022 Revision G

SOUND

The lighting and sound control positions are located at the rear of the auditorium in a control box overlooking
the stage. It is possible for one person to operate both lighting and Sound.
System: D&B
FOH Desk: Yamaha QL1 Digital Console
FOH Playback 1: 1 x Dedicated QLab playback system with DVS
FOH Playback 2: 1 x 3.5mm Jack inputs
FOH Speakers: 2x D&B 8s and 2 x D&B 12s-SUB
Wired:
3 x SM58
2 x SM57
4 x DI box
Assorted XLR cabling
*Subject to availability*
Wireless:
1 x Shure ULXQ4
2 x Shure UXLD1
2 x Shure ULXD2 (Beta 87a)
*Subject to availability*
N.B: Wireless equipment is subject to availability and additional hire costs.
Additional microphones, other sound equipment and backline equipment are available for hire. This
equipment can be provided by Riverside Studio’s supplier and will be charged as an additional cost – details
apon request.

VIDEO

The projector position for studio 3 is hung on the centre of LX 4 and covers the back wall. Riverside Studios
don’t own any projection surfaces. The projector is connected to the control room Via an SDI cable
Equipment:
Panasonic RZ120
Panasonic DLE020
BlackMagic ATEM Television Studio
Mac Mini with QLab Video (Shared with Sound)
N.B: All video equipment is subject to availability and additional hire costs.

DRESSING ROOMS

Riverside Studios has a flexible dressing room arrangement. Studio 3 includes a company office and use of the
shared wardrobe room. Please email Technical@Riversidestudios.co.uk for more information on dressing room
allocation.

STORAGE
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There is a 1M deep cross over at the back of the stage (immediately upstage of LX6) that could be used for
storage of set, this is at the venues discretion.
There is no allocated storage space for large set items when not on stage. In accordance with our licence the
dock door must be kept shut during the performance.

ACCESS

Studio 3 is located on the ground floor of Riverside Studios. The loading area is undercover and capable of
receiving articulated trucks. This area is shared between all three studios so there is no accommodation for
parking. Due to licensing restrictions, no loading in or out of the building is permitted before 0800hrs or after
2200hrs unless it has been arranged in advance with the Trust’s Technical Manager.

STAFF

Riverside do not as standard provide operators for performances. If you require an operator please email the
technical manager and depending on your requirements we can put you in touch with a suitable human.

NOTES

Any practical electrical equipment you wish to use should have a current PAT certificate and be cleared with
the Trust’s Technical Manager. We reserve the right to refuse the use of any equipment which is deemed
unsafe.
All flammable materials brought into the Studio by the Hirer must be made non-flammable.
For detailed and up to date information regarding the venue please contact the Technical Manager –
technical@riversidestudios.co.uk
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